
Maximum Power Point Trackers (MPPTs)
20 | 40 | 60 | 100A LCD

10 | 20 | 30A LED



System Cost Saving
With the ability to step down a high voltage solar array to a low voltage battery you are able to save
money by not only reducing the size of the wire required for the solar installation, but also save on the
installation time.

Automatic Voltage Detection
When the Microcare MPPT is connected to the system and switched on for the first time, the unit will
automatically select whether it is a 12, 24, 36 or 48V battery system. With Microcare’s dedicated software
the MPPT will start reading the panel voltage to find the optimum power point for charging giving the
batteries the most efficient charge.

Surge Protection
By installing the Microcare Low Voltage Combiner Unit, you are able to protect your PV solar installation
against any surges and lightning by the use of fusing and surge arrestors. The Microcare Low Voltage
Combiner Unit range is available in 1 to 6 string configurations.

Data Logging
The Microcare LCD MPPT comes standard with a built-in data logger. The unit stores the power
generation data for 63 days which can be viewed on the LCD screen.

Programmable Relay
The Microcare system has the capability to switch a programmable relay based on battery voltages to
either load shed specific high loads if the batteries are going to low or to auto start fuel generators that
have the auto start functionality to assist in charging the batteries when solar power is low.

Wi-Fi Connection
Microcare has developed a Wi-Fi Module which will enable the end-user to log on, Monitor, evaluate
and change the performance of selected Microcare products such as, Inverters, MPPTs and Three-Phase
Solar Pump Controllers.

The Microcare Maximum Power Point Tracker (MPPT) is
designed to charge batteries from the solar panel. This is
done while searching for the optimum power point of the
solar panel system ensuring that maximum power is
extracted from the solar panel and transferred to the
batteries. Up to 30% more power can be extracted from
the solar panel than using shunt or series PWM
regulators by using this system. Microcare is a
manufacturer of both LED and LCD MPPT’s.
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